
Ortac Air Hose 300 PSI

Horizon Air Hose 250 PSI

Norwesco Industries (1983) Ltd. Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

•

B

Artic Ortac Hose 300 PSI 

Explorer Plus Air 400 PSI

Gorilla Air 500 PSI 

Plicord YC Air 400 PSI

Plicord Steel Air

Green XLPE Chemical

Fabchem Chemical

Neptune 3000 Pressure Washer

Pathfinder Garden Hose 100 PSI

Whitewater 3000 Washer Hose

White Spectra Washdown

Sureline Garden Hose 150 PSI

Sandblast Hose 150 PSI

•

Artrac Abrasives 40 PSI



Air & Multipurpose
1000 Multi-Purpose - 7204

Arctic Edge - 7102

Arctic Ortac 300 Air

Explorer Plus Air 400

Gorilla Air 500

Horizon 200 Air

Horizon 250 Air

Ortac 250 Air

Ortac 300 Air

Plicord Steel Air

Plicord YC Air 400

Wingfoot Air

Air Duct
RFH

Flx-Thane MD

Chemical
Blue Flexwing Chemical

Blue Thunder UHMW - 7373T

Chem One Chemical

Fabchem Chemical Transfer

Green XLPE Chemical Transfer

Orange Flexwing Chemical

Composite
LPG Composite Hose

Food & Beverage
Blue Flour

Food Grade Clear PVC - 7570

Dynaflex PVC - 7563

Food Suction - 7311E

Thoro-Braid Clear Food - 7583

Material Handling
Black Softwall

Blucor Abrasives

Blue Nitrogen

Hot Tar Wand

Hot Tar 1000  - 7204

Plicord Blast

Pyroflex Hot Air Blower

Pyroflex Hot Tar

Tan Flextra

Torridair Hot Air Blower

Oil Field
Oilfield Suction - 7213E

Reverse Circulation

Wildcatter Slim Hole - 7234

Wildcatter Slim Hole - 7240

Petroleum – Dispenser
Arctic Softwall UL / ULC

Arctic Ortac 300 Air

Petroleum – LPG
LPG Composite

LPG Rubber UL21, CGA Type I

Petroleum – Transport
Arctic Flexwing Petroleum

Flexwing Petroleum

Lightweight Tank Truck - 7222

Tank Truck - 7216E

Steam
CB 250

Water
Black Sureline Garden

Dynaflex PVC - 7564

Gray PVC Water Discharge

Green Hornet XF

Pathfinder Garden

Plicord Water Discharge

Red PVC Water Discharge

Versiflo Water S&D

Water - Pressure Wash
Galvanator 3000 Yellow

Gauntlet 1500

Neptune 3000 Black

Neptune 3000 Blue

Whitewater 3000 Black

Water - Washdown
Gray High Pressure - 7143

Green Washdown Water Discharge

White Spectra Washdown

Welding
Twin/Single Line "R" & “T”

Twin/Single Line "R" & “T” - 7109, 7141, 7142

Norwesco Industries (1983) Ltd. Hose

Norwesco Industries ( 1983 ) Ltd.

6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.

9510-39 Avenue Edmonton Alberta T6E-5T9

Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.

291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637



Norwesco Industries (1983) Ltd. Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

7570 - FDA 28 to 150 PSI

7204 - 1000 PSIW

7222-4000 Tank Truck Hose 150 

7102 ARCTIC

7234 Wildcatter 3000 PSIW

7373T Blue Thunder Hose 200 PSIW

7563 - Dynaflex FDA

Single Line Welding Hose

7204 Hot Oil / Air Hose 

7222-4000 Tank Truck Hose 150 PSIW

7102 Arctic Fuel Delivery Hose 300 PSI

7102 Arctic Fuel Delivery Hose

SWC609 Tank Truck 125 to 250 PSI

SWC325 Tank Truck 125 to 150 PSI

Hot Tar & Asphalt Hose 150 PSI

7216E-4000 Tank Truck Hose 150 PSI

Corrugated Oil Field Suction Hose

Grizzly Multi-purpose Hose 500 PSI

Air & Water Hose 200, 250, 300 PSI

Twin Welding Hose

200 PSIW

GRIZZLY 500

7216E-4000 Tank Truck Hose

SWC609 Tank Truck

SWC325 Tank Truck

SW387 HOT TAR & A

SW560 HOT AIR BLOW

SS135 DRY CEMENT H

SS135 Dry Cement Hose 65 PSI

SP204 LIGHT-N-BRI

SP204 Light-N-Brite Drop Hose 75 to 100 PSI



General Service Hose 200 PSI - Air & Multipurpose - 

An economical air & water hose, Used for a wide range of Industrial,
Construction, and Agricultural applications. Safety Factor 4:1

Construction :
Tube : EPDM
Reinforcement : Fabric 
Cover : Red EPDM 

Temperature : -40 to 212° F (-40 to 100° C) 
Couplings : HY Crimp Fittings

General Service Hose 250 PSI

General Service Hose 300 PSI

Multipurpose Oil Resistant Hose 200 PSI 
- Air & Multipurpose - Premium-quality hose. Used in the most abusive

industrial applications, will Handle Air, Mild Chemicals, Oil** & Water. 
Nonconductive, minimum electrical resistance greater than one (1) 
megohm per inch of hose length at 1000 Volts DC.  Safety Factor 4:1

Construction :
Tube : Nitrile **
Reinforcement : Fabric 
Cover : Red Chloroprene 

Temperature : -20 to 212° F (-29 to 100° C) 
Couplings : HY Crimp Fittings

** Do not use in applications with Refined Fuels.

Multipurpose Oil Resistant Hose 250 PSI 

** Do not use in applications with Refined Fuels.

Multipurpose Oil Resistant Hose 300 PSI 

** Do not use in applications with Refined Fuels.

General Service Hose 200 PSI 

Norwesco Industries (1983) Ltd. Air & General Purpose Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Part # I.D Inch O.D. Inch Wt (lbs/ft) Reel Length Stock
7092-19200 3/16 0.437 0.07 800’
7092-25200 1/4 0.500 0.09 800’ 1 
7092-31200 5/16 0.594 0.12 750’
7092-38200 3/8 0.656 0.14 700’ 1,2

7092-50200* 1/2 0.813 0.20 550’ 1,2
7092-63200* 5/8 0.969 0.24 450’ 1
7092-75200* 3/4 1.109 0.32 400’ 1,2,3
7092-100200* 1 1.406 0.47 300’

7092-125204* 1 1/4 1.781 0.77 250’ 1
7092-150204 1 1/2 2.031 0.84 200’ 1,2 
150 PSIW
7092-200154 2 2.550 1.13 250’

Part # I.D Inch O.D. Inch Wt (lbs/ft) Reel Length Stock
7094-25200 1/4 0.500 0.10 800’
7094-38200 3/8 0.656 0.15 700’
7094-50200 1/2 0.813 0.21 550’
7094-75200 3/4 1.109 0.34 400’

7094-100200 1 1.406 0.49 300’
7094-125204 1 1/4 1.781 0.82 250’
7092-150204 1 1/2 2.031 0.90 200’ 1

Part # I.D Inch O.D. Inch Wt (lbs/ft) Reel Length Stock
7092-19300 3/16 0.437 0.07 800’
7092-25300 1/4 0.550 0.12 800’
7092-31300 5/16 0.625 0.14 750’
7092-38300 3/8 0.688 0.16 700’

7092-50304 1/2 0.875 0.24 500’
7092-63304 5/8 1.062 0.27 450’
7092-75304 3/4 1.156 0.37 400’
7092-100304 1 1.438 0.51 300’

Part # I.D Inch O.D. Inch Wt (lbs/ft) Reel Length Stock
7092-25250 1/4 0.508 0.10 800’
7092-38250 3/8 0.656 0.14 700’
7092-50250 1/2 0.844 0.22 500’ 3
7092-63254 5/8 1.030 0.32 450’

7092-75254 3/4 1.156 0.37 400’ 3
7092-100254 1 1.408 0.47 300’

200 PSIW 200 PSIW

250 PSIW

Part # I.D Inch O.D. Inch Wt (lbs/ft) Reel Length Stock
7094-50250 1/2 0.844 0.22 550’

250 PSIW

300 PSIW

Part # I.D Inch O.D. Inch Wt (lbs/ft) Reel Length Stock
7094-25300 1/4 0.550 0.12 800’
7094-31300 5/16 0.594 0.13 750’
7094-38300 3/8 0.688 0.17 650’ 1,2

7094-50304 1/2 0.875 0.26 500’ 3
7094-63304 5/8 1.062 0.38 450’
7094-75304 3/4 1.156 0.40 400’ 3
7094-100304 1 1.438 0.54 300’

300 PSIW

Part # I.D Inch O.D. Inch Wt (lbs/ft) Reel Length Stock
7093-50200 1/2 0.813 0.20 550’ 1
7093-63200 5/8 0.969 0.24 450’ 2
7093-75200 3/4 1.109 0.32 400’ 1

* 7093 Black

200 PSIW



Arctic Edge Low Temperature Hose 300 PSIW
For Petroleum Based Oils, Water, & Air Service. Remains extremely 
flexible even at the Low  service Temperatures. Safety Factor 4:1

Construction :
Tube : Nitrile
Reinforcement : Fabric 
Cover : Black Chloroprene 

Temperature : -70 to 212° F (-57 to 100° C) 
Couplings : HY Crimp Fittings

Grizzly 500 Multi-purpose Hose 500 PSIW
Premium Quality, Multipurpose Air Hose with a wide range of

applications in Factories, Construction, Agriculture, Quarries, 
Mines, Railroads, Oil & Gas Industry, Nonconductive, minimum 
electrical resistance greater than one (1) megaohm per inch of 
hose length at 1000 Volts DC.

Construction :
Tube : Nitrile **
Reinforcement : Fabric
Cover: Yellow Nitrile

Temperature : -40 to 212° F (-40 to 100° C)
Couplings : Crimp Fittings, Thor, Dix-Lok, Interlocking Clamp.

** Do not use in applications with Refined Fuels.

Corrugated Oil Field Suction / Vacuum Hose
Lightweight Suction & Discharge Hose designed to handle brine, crude 
oil, mild chemicals, petroleum waste, sediments, sludge, slurries & water 
in harsh oil field bottom sediment and waste pit recovery applications.

Construction :
Tube : Nitrile/SBR **
Reinforcement : Fabric
Cover: Yellow Nitrile

Temperature : -22 to 185° F (-30 to 85° C)
Couplings : Crimp Fittings

Tank Truck Hose 150 PSIW
For the Transfer of Gasoline, Alcohol blended Fuels, Diesel Fuels & 
other Petroleum Products. The hose is designed for full suction &
discharge applications. 4:1 Design factor / Full Suction

Construction :
Tube : Black Nitrile
Reinforcement : Wire Helix
Cover: Black Nitrile

Temperature : -35°F to 180°F (-37°C to 82°C)
Couplings : Crimp Fittings Mulcoram (Series 43-1”-2”)

Corrugated Petroleum Suction Hose 
For the Transfer of Oil & Refined Fuels, Biodiesel (B100 service), 
Diesel, Ethanol & Gasoline.  The hose is designed for full suction &
discharge applications.  4:1 Design factor / Full Suction

Construction :
Tube : Black Nitrile
Reinforcement : Wire Helix
Cover: Black Nitrile

Temperature : -40°F to 180°F (-40°C to 82°C)
Couplings : Crimp Fittings Mulcoram (Series 43-1 1/2 & 2”)

Low Temperature Corrugated Suction Hose 
For the Transfer of Oil & Refined Fuels, Biodiesel (B100 service), 
Diesel, Ethanol & Gasoline.  The hose is designed for full suction &
discharge applications.  4:1 Design factor / Full Suction

Construction :
Tube : Black Nitrile
Reinforcement : Wire Helix
Cover: Black Nitrile

Temperature : -67°F to 180°F (-55°C to 82°C)
Couplings : Crimp Fittings Mulcoram

Norwesco Industries (1983) Ltd. Air & Petroleum Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203
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Phone : 780-743-4446 / Fax : 780-791-5637

7102 ARCTIC

Part # I.D Inch O.D. Inch Wt (lbs/ft) Reel Length Stock
7102-38304 3/8 0.750 0.21 650 2
7102-50304 1/2 0.906 0.28 500
7102-75304 3/4 1.156 0.37 400 1,2,3
7102-100304 1 1.458 0.54 300 1,2

7102-125304 1 1/4 1.810 0.83 250 1,3
7102-138304 1 3/8 1.925 0.89 200 1
7102-150304 1 1/2 2.031 0.92 200 1

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7216E-1002 1” 1.300” 150 3.0” 0.47 100’ 1,2
7216E-1252 1 1/4” 1.690” 150 4.0” 0.65 100’

7216E-1502 1 1/2” 2.000” 150 5.0” 0.92 100’ 2
7216E-2002 2” 2.500” 150 6.0” 1.10 100’ 1,2

7216E-2502 2 1/2” 3.000” 150 7.0” 1.55 100’ 1,2
7216E-3002 3” 3.660” 150 8.0” 2.08 100’ 1,2
7216E-4002 4” 4.650” 150 11.0” 2.80 100’ 1
7216E-6004 6” 150

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

SWC609-1252 1 1/4” 1.690” 250 1.3” 0.63 100’
SWC609-1502 1 1/2” 1.950” 250 1.5” 0.78 100’

SWC609-2002 2” 2.450” 250 2.0” 1.00 100’
SWC609-2502 2 1/2” 3.000” 200 2.5” 1.44 100’

SWC609-3002 3” 3.580” 200 3.0” 1.70 100’
SWC609-4002 4” 4.655” 150 4.0” 2.41 100’
SWC609-6004 6” 6.750” 125 8.0” 4.30 100’

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

SWC325-1500 1 1/2” 2.080” 150 1.5” 0.83 100’
SWC325-2000 2” 2.580” 150 2.0” 1.19 100’

SWC325-3000 3” 3.120” 150 3.0” 2.12 100’
SWC325-4000 4” 4.680” 150 4.0” 2.79 100’

SWC325-6000 6” 6.750” 125 6.0” 4.87 100’

Part # I.D Inch O.D. Inch Wt (lbs/ft) Min Bend Coil Length S

7213E-4002 4 4.567 2.49 12.0 100 1

GRIZZLY 500

Part # I.D Inch O.D. Inch Wt (lbs/ft) Reel Length Stock
7107-25500 1/4 0.625 0.16 750
7107-38500 3/8 0.750 0.20 600
7107-50500 1/2 0.906 0.27 500 1
7107-75500 3/4 1.187 0.40 400

7107-100500 1 1.500 0.59 300
7107-125500 1 1/4 1.800 0.80 250
7107-150500 1 1/2 2.031 0.91 200
7107-200500 2 2.670 1.31 100

7216E-4000 Tank Truck Hose

SWC609 Tank Truck

SWC325 Tank Truck



Hot Tar & Asphalt Hose 
For the Transfer of High Temperature materials such as Hot Asphalt,
Glue, Oil, Tar & Wax   4:1 Design factor / Full Suction

Construction :
Tube : Black Nitrile
Reinforcement : Wire Helix
Cover: Black Nitrile

Temperature : -40°F to 300°F (-40°C to 149°C) Intermittent 350°F/177˚C
Couplings : Crimp Fittings Mulcoram

Hot Air Blower Hose 
Designed for Bulk Loading/Unloading of Dry Materials in Plants or 
Transport Vehicles. The Hose Transfers Hot Air from a Compressor to the 
Storage Bin/Cargo bay to propel Bulk product. 4:1 Design factor/Full Suction

Construction :
Tube : Black EPDM
Reinforcement : Wire Helix
Cover: Black EPDM

Temperature : -40°F to 350°F (-40°C to 177°C)
Couplings : Crimp Fittings Mulcoram

Dry Cement Hose 
Designed for Discharge of dry abrasive materials such as cement &
powders. The static dissipating 1/8" SBR tube provides abrasion 
resistance & the SBR cover is resistant to abrasion, cuts, scuffs &
weathering.t. 4:1 Design factor/Full Suction

Construction :
Tube : Black SBR
Reinforcement : Fabric
Cover: Black SBR

Temperature : -40°F to 180°F (-40°C to 83°C)
Couplings : Crimp Fittings

Corrugated Petroleum Drop Hose
Lightweight drop hose designed to handle oil & refined fuels such as
biodiesel (to B100 in dedicated service), diesel, ethanol and gasoline
in gravity flow or suction applications.   4:1 Design factor / Full Suction

Construction :
Tube : Black Nitrile
Reinforcement : Fabric
Cover: Black Nitrile

Temperature : -40°F to 150°F (-40°C to 65°C)
Couplings : Crimp Fittings

Banding Coil Orange PVC
Series SP100 is a rugged PVC coil that threads onto SP204 Hose
to create a uniform banding area for coupling attachment. The coil fills 
the gaps between the loops of the outer PVC helix, providing an area
for securing the banding clamp or ferrule

Food Grade Clear PVC Hose
For Light Weight, Flexible Suction / Discharge Hose is required.
Excellent Kink, Abrasion & Crush Resistance. Transparency for easy
inspection Conveyed Product. Wire provides static conductivity.
FDA CFR Title 21 parts 3:1 Design factor

Construction :
Tube : Clear PVC
Reinforcement : Spiral Wire
Cover: Clear PVC

Temperature : -5°F to 140°F (-21°C to 60°C)
Couplings : 

Norwesco Industries (1983) Ltd. Petroleum & Material Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

SW387 HOT TAR & A
SP204 LIGHT-N-BRI

SW560 HOT AIR BLOW

SS135 DRY CEMENT H

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

SW387-1500 1 1/2” 2.125” 150 6.0” 0.98 100’
SW387-2000 2” 2.625” 150 8.0” 1.43 100’

SW387-2500 2 1/2” 3.375” 150 10.0” 1.84 100’
SW387-3000 3” 3.750” 150 12.0” 2.42 100’

SW387-4000 4” 4.813” 150 18.0” 3.60 100’

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7570-250 1/4” 0.450” 150 1.0” 0.07 100’
7570-380 3/8” 0.760” 115 1.0” 0.11 100’

7570-500 1/2” 0.740” 115 1.2” 0.14 100’
7570-625 5/8” 0.860” 100 2.5” 0.18 100’

7570-750 3/4” 0.890” 115 1.6” 0.18 100’

7570-1000 1” 1.320” 85 2.5” 0.34 100’
7570-1250 1 1/4” 1.580” 72 3.3” 0.42 100’
7570-1500 1 1/2” 1.850” 72 3.5” 0.52 100’

7570-2000 2” 2.420” 72 5.0” 0.84 100’
7570-2500 2 1/2” 2.950” 57 6.5” 1.21 100’
7570-3000 3” 3.550” 57 8.0” 1.48 100’
7570-4000 4” 4.650” 36 12.0” 2.35 100’
7570-6000 6” 6.650” 28 18.0” 4.29 100’

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

SP204-2000 2” 3.000” 100 6.0” 1.23 100’
SP204-3000 3” 4.000” 100 8.0” 1.76 100’

SP204-4000 4” 5.000” 100 10.0” 2.30 100’
SP204-6000 6” 7.000” 75 12.0” 3.50 100’

Part # I.D. O.D. PSIW Bend (lbs/ft) Turns Stock

SP100-2000 2” 0.19 8
SP100-3000 3” 0.33 10

SP100-4000 4” 0.46 10
SP100-6000 6” 1.02 16

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

SW560-2000 2” 2.450” 125 6.0” 0.89 100’
SW560-3000 3” 3.480” 125 12.0” 1.48 100’

SW560-4000 4” 4.480” 125 16.0” 1.99 100’

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

SS135-4000 4” 4.50” 65 1.49 100’
SS135-4500 4 1/2” 5.00” 65 1.71 100’

SS135-5000 5” 5.50” 65 1.90 100’

SS135-6000 6” 6.56” 65 2.32 100’



Dynaflex PVC Suction Hose
For Medium Duty General Purpose PVC Suction & Transfer Hose for
the Agricultural, Construction, Mining & General Industrial Markets.
Granules, Pellets & Powders; Non-Fatty & Non-Oily Foods, liquids &
sanitary products; and potable water in a variety of transfer applications.
3:1 Design factor / Full Suction / Industry Standards: FDA

Construction :
Tube : Clear PVC - Smooth
Reinforcement : PVC Helix
Cover: PVC - Smooth

Temperature : +23°F to 140°F (-5°C to 60°C)
Couplings : 

Dynaflex PVC Suction Hose
For Heavy duty food grade material handling, Complies with all 
applicable FDA specifications. Smooth Tube construction is excellent for
transfering powder, pellets, or other dry materials without build-up. Clear
PVC construction permits visual observation of materials being 
conveyed. Industry Standards: FDA / 3:1 Design factor / Full Suction

Construction :
Tube : Clear PVC - Smooth
Reinforcement : PVC Helix
Cover: PVC - Smooth

Temperature : +5°F to 140°F (-15°C to 60°C)
Couplings : 

PVC Water Discharge Hose
Medium Duty Lay Flat PVC Hose is a lightweight, for mild chemicals
& water. The lay flat construction rolls up flat for easy handling, storage
& transportation in agriculture, construction, general industrial & mining 
applications. Flame Resistant meets MSHA requirements.

Construction :
Tube : Red nitrile / PVC
Reinforcement : Textile
Cover: Red PVC

Temperature : +14°F to 140°F (-10°C to 60°C)
Couplings : 

EPDM Water Discharge Hose
Lightweight discharge hose designed to handle alkalies, brine, glycols,
herbicides, mild chemicals, slurries and water. Resistant to abrasion,
heat, mild chemicals and weathering.

Construction :
Tube : Black EPDM
Reinforcement : Textile
Cover: Black EPDM

Temperature : -20°F to 180°F (-29°C to 82°C)
Couplings : Crimp Ferrules

White Creamery Washdown Hose
Heavy Duty, medium pressure washdown for hot water & mild chemicals
in cleaning applications. The hose construction non-marking cover is 
resistant to abrasion, heat & ozone. Do not expose to Oily / fatty foods.
Do not use for steam service.

Construction :
Tube : Black EPDM
Reinforcement : Textile
Cover: Black EPDM

Temperature : -40°F to 212°F (-40°C to 100°C)
Couplings : Crimp

Norwesco Industries (1983) Ltd. Water Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203
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Phone : 780-743-4446 / Fax : 780-791-5637

7564 SUCTION HOSE

7542 GULLY WASHER HOSE

7306E WATER DISCHA

7080 WASHDOWN HO

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7564-500 1/2” 0.750” 120 2.5” 0.12 100’
7564-750 3/4” 1.000” 90 3.0” 0.20 100’

7564-1000 1” 1.220” 90 4.0” 0.26 100’
7564-1250 1 1/4” 1.530” 80 5.0” 0.34 100’

7564-1500 1 1/2” 1.810” 75 6.0” 0.44 100’

7564-2000 2” 2.340” 75 8.0” 0.67 100’
7564-2500 2 1/2” 2.850” 75 10.0” 0.90 100’
7564-3000 3” 3.450” 65 12.0” 1.14 100’

7564-4000 4” 4.500” 55 16.0” 1.81 100’
7564-6000 6” 6.650” 35 24.0” 3.36 100’

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7542-1501 1 1/2” 1.66 150 0.20 300’
7542-2001 2” 2.17 150 0.30 300’

7542-2501 2 1/2” 2.68 150 0.40 300’
7542-3001 3” 3.18 150 0.52 300’

7542-4001 4” 4.20 150 0.74 300’

7542-6001 6” 6.23 120 1.25 300’
7542-8001 8” 8.24 100 1.89 300’

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7306E-1500 1 1/2” 1.80” 150 0.42 100
7306E-2000 2” 2.35” 150 0.65 100

7306E-2500 2 1/2” 2.88” 150 0.80 100
7306E-3000 3” 3.45” 150 1.25 100

7306E-4000 4” 4.45” 150 1.40 100

7306E-6000 6” 150 100

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7563-1000 1” 1.220” 55 2.0” 0.17 100’
7563-1250 1 1/4” 1.480” 50 3.0” 0.21 100’

7563-1500 1 1/2” 1.840” 50 3.0” 0.34 100’
7563-2000 2” 2.360” 40 4.0” 0.50 100’

7563-2500 2 1/2” 2.870” 40 5.0” 0.68 100’

7563-3000 3” 3.500” 40 6.0” 1.00 100’
7563-4000 4” 4.640” 35 8.0” 1.52 100’
7563-6000 6” 6.650” 30 12.0” 3.00 100’

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7080-75304 3/4” 1.250” 300 6.5” 0.48 50/100’



Food Suction Hose

For Food Suction and Transfer Applications. Ideally suited for Milk &

Water Transfer, this hose is also designed for Beverages such as: 

Beer; Wine; & Fruit Juices. Food Suction Hose meets the 

requirements for Transfer and Discharge of Fatty and Non-Fatty Food

material and ingredients. 

Construction : Tube : White Nitrile

Reinforcement : Wire Helix

Cover: Gray Nitrile

Temperature : -20°F to 180°F (-29°C to 82°C)

Branding : 7311E Food Products Suction & Discharge 150 PSI 

Max WP FDA USDA 

Couplings : 

Norwesco Industries (1983) Ltd. Hose

Norwesco Industries ( 1983 ) Ltd.

6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.

9510-39 Avenue Edmonton Alberta T6E-5T9

Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.

291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Part # Hose I.D.
Inches

Hose O.D.
Inch

Min. Bend
Radius

W.P.
PSI

Lbs. Per
C. Ft.

Coil
Ft.

7311E-0750 3/4 1.25 3.00 150 48.0 100
7311E-1000 1 1.50 4.00 150 60.0 100
7311E-1500 1 1/2 2.05 6.00 150 100.0 100
7311E-2000 2 2.56 8.00 150 130.0 100

7311E-2500 2 1/2 3.07 10.00 150 175.0 100

7311E-3000 3 3.67 12.00 150 215.0 100

7311E-4000 4 4.75 19.00 150 330.0 100

7311E-6000 6 6.75 30.00 150 590.0 100



EPDM Water Suction Hose
Lightweight suction & discharge hose designed to handle alkalies, 
brine, glycols, herbicides, mild chemicals, slurries & water.
Full Suction

Construction :
Tube : Black EPDM
Reinforcement : Helix Wire
Cover: Black EPDM

Temperature : -40°F to 180°F (-40°C to 82°C)
Couplings : Mulcoram Crimp

Hurricane Pressure Washer Hose 3000 PSI
High pressure, High Temperature Pressure Washer Hose for hot 

water. NOTE: Do not use for carpet cleaning or steam service.

Construction :
Tube : Black Choroprene
Reinforcement : Wire Braid
Cover: Blue  Choroprene

Temperature : -40°F to 250°F (-40°C to 121°C)
Couplings : 43 Series

Mud Discharge Hose 300 PSI
Heavy duty, High pressure discharge hose for drilling mud, Mild 
Chemicals, Petroleum Waste & Water. with Static wire

Construction :
Tube : Black Nitrile
Reinforcement : Fabric
Cover: Black Neoprene

Temperature : -20°F to 180°F (-28°C to 82°C)
Couplings : Mulcoram Crimp

Lightweight Air Hose 250, 300, 400 PSI
Lightweight, Medium Pressure Hose for Air, Mild Chemicals & water.
Rugged Cover is resistant to Abrasion & Weathering. 3:1 Design factor
For : Construction, General Industrial, Mines & Quarries.

Construction :
Tube : Black SBR
Reinforcement : Helix Wire
Cover: Yellow SBR

Temperature : -30°F to 175°F (-34°C to 80°C)
Couplings : Crimp

250 PSI Working

300 PSI Working

400 PSI Working

Norwesco Industries (1983) Ltd. Water & Material Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

7392E WATER SUCTIO 7308E AIR HOSE 400

7258 HURRICANE 3000 P

7309 MUD DISCHARGE

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7392-1250 1 1/4” 150 100’
7392E-1500 1 1/2" 1.89" 150 6.0" 0.72 100’

7392E-2000 2" 2.44" 150 7.0" 1.08 100’

7392E-2500 2 1/2" 2.95" 150 8.0" 1.45 100’
7392E-3000 3" 3.50" 150 10.0" 1.80 100’
7392E-4000 4" 4.53" 100 22.0" 2.43 100’
7392-5000 5" 100 100’

7392E-6000 6" 6.57" 100 30.0" 4.16 100’

7392-8000 8" 100 100’

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7308-1004 1" 1.49” 250 0.49 100’
7308-1254 1 1/4" 1.77” 250 0.63 100’

7308-1504 1 1/2" 2.03” 250 0.74 100’

7308-2004 2" 2.60” 250 1.08 100’
7308-2504 2 1/2" 3.05” 250 1.20 100’
7308-3004 3" 3.53” 250 1.35 100’

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7308E-500300 1/2" 0.83" 300 0.19 100
7308E-750300 3/4" 1.14" 300 0.33 100/50

7308E-1000300 1" 1.378" 300 0.52 100/50
7308E-1250300 1 1/4" 1.693" 300 0.65 100/50

7308E-1500300 1 1/2" 1.97" 300 0.76 100/50
7308E-2000300 2" 2.56" 300 1.16 100/50
7308E-3000300 3" 3.544" 300 1.86 100/50
7308E-4000300 4" 4.646" 300 3.05 100/50

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7308E-500400 1/2" 0.83" 400 0.25 100
7308E-750400 3/4" 1.14" 400 0.38 100/50

7308E-1000400 1" 1.378" 400 0.51 100/50
7308E-1250400 1 1/4" 1.693" 400 0.63 100/50

7308E-1500400 1 1/2" 1.97" 400 0.74 100/50
7308E-2000400 2" 2.56" 400 1.15 100/50
7308E-3000400 3" 3.544" 400 1.93 100/50
7308E-4000400 4" 4.646" 400 3.48 100/50

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7309-2000 2" 2.76” 300 24” 1.75 100’
7309-3000 3" 3.84” 300 36” 2.67 100’

7309-4000 4" 4.90” 300 48” 3.58 100’

7309-5000 5" 5.94” 300 60” 4.61 100’
7309-6000 6" 7.09” 300 72” 6.28 100’
7309-8000 8" 9.25” 300 96” 8.84 100’

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7258-250BL 1/4” 0.500” 3000 1.5” 0.14 500’

7258-380BL 3/8” 0.625” 3000 2.0” 0.19 500’



Blue Thunder Chemical Hose 200 PSI
7373T is a high pressure, high temperature suction and discharge hose
designed to handle approximately 98% of commonly used acids, 
chemicals and solvents. 4:1 Design factor

Construction :
Tube : UHMWPE
Reinforcement : Helix Wire
Cover: Blue EPDM

Temperature : -40°F to 250°F (-40°C to 121°C)
Couplings : Crimp

E-Z FORM Oil Resistant Hose 75 PSI
Extremely Flexible, Lightweight, low pressure Oil Suction/Return hose
and Vehicle Fuel fill line—. 4:1 Design factor

Construction :
Tube : Black nitrile
Reinforcement : Helix Wire
Cover: Black Chloroprene

Temperature : -20°F to 200°F (-29°C to 93°C)
Couplings : Crimp

Other sizes not listed : 
19/32”, 11/16”, 13/16”, 1 3/16, 1 9/16”, 2 3/16”, 2 9/16”, 3 9/16”

E-Z FORM Oil Resistant Hose 75 PSI
Extremely Flexible, Lightweight, low pressure air, coolant, mild 
chemicals and water—. 4:1 Design factor - SAE J20R2-D1 Performance

Construction :
Tube : Black EPDM
Reinforcement : Helix Wire
Cover: Black EPDM

Temperature : -40°F to 257°F (-40°C to 125°C)
Couplings : Crimp

Other sizes not listed : 
19/32”, 11/16”, 13/16”, 1 3/16, 1 9/16”, 2 3/16”, 2 9/16”, 3 9/16”

Wildcatter Drilling Hose 3000 & 5000 PSI
Heavy Duty, High Pressure, versatile hose designed to handle cement
solutions, mild chemicals, oil and water in oil field applications. 
3.3:1 Design factor

Construction :
Tube : Black Nitrile
Reinforcement : Helix Wire
Cover: Black Nitrile

Temperature : -40°F to 200°F (-40°C to 93°C)
Couplings : Crimp 71 & S6 Series

Norwesco Industries (1983) Ltd. Chemical & Petroleum Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7373T-750 3/4” 1.193 200 3” 0.40 100’
7373T-1000 1” 1.457 200 3” 0.55 100’

7373T-1500 1 1/2” 1.965 200 5” 0.79 100’

7373T-2000 2" 2.560 200 6” 1.27 100’
7373T-3000 3" 3.645 200 7” 2.12 100’
7373T-4000 4" 4.724 200 8” 3.02 100’

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7219-0500025 1/2” 0.906 75 1.4” 0.23 25’
7219-0625025 5/8” 1.024 75 1.8” 0.27 25’

7219-0750025 3/4” 1.142 75 2.0” 0.31 25’ 1
7219-1000025 1” 1.378 75 2.0” 0.38 25'

7219-1125025 1-1/8” 1.496 75 2.6” 0.42 25'
7219-1250025 1-1/4” 1.693 75 3.1” 0.50 25'
7219-1375025 1-3/8” 1.811 75 3.7” 0.54 25'
7219-1500025 1-1/2” 1.929 75 3.9” 0.58 25'

7219-1625025 1-5/8” 2.087 75 4.7” 0.64 25'
7219-1750025 1-3/4” 2.205 75 5.1” 0.68 25'
7219-2000025 2” 2.480 75 5.9” 0.96 25' 1
7219-2188025 2-3/16” 2.638 75 7.1” 1.03 25'

7219-2250025 2-1/4” 2.756 75 7.9” 1.08 25'
7219-2375025 2-3/8” 2.874 75 8.3” 1.11 25'
7219-2500025 2-1/2” 3.012 75 8.7” 1.17 25'
7219-2750025 2-3/4” 3.307 75 9.8” 1.40 25'

7219-3000025 3” 3.543 75 10.6” 1.51 25'
7219-3125025 3-1/8” 3.701 75 11.8” 1.57 25'
7219-3375025 3-3/8” 3.937 75 12.9” 1.74 25'
7219-3500025 3-1/2” 4.094 75 13.6” 1.92 25'

7219-4000025 4” 4.567 75 15.7” 2.20 25'

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7395-0500025 1/2” 0.906 75 1.4” 0.23 25’
7395-0625025 5/8” 1.024 75 1.8” 0.27 25’

7395-0750025 3/4” 1.142 75 2.0” 0.31 25’
7395-1000025 1” 1.378 75 2.0” 0.38 25'

7395-1125025 1-1/8” 1.496 75 2.6” 0.42 25'
7395-1250025 1-1/4” 1.693 75 3.1” 0.50 25'
7395-1375025 1-3/8” 1.811 75 3.7” 0.54 25'
7395-1500025 1-1/2” 1.929 75 3.9” 0.58 25' 1

7395-1625025 1-5/8” 2.087 75 4.7” 0.64 25'
7395-1750025 1-3/4” 2.205 75 5.1” 0.68 25'
7395-2000025 2” 2.480 75 5.9” 0.96 25'
7395-2188025 2-3/16” 2.638 75 7.1” 1.03 25'

7395-2250025 2-1/4” 2.756 75 7.9” 1.08 25'
7395-2375025 2-3/8” 2.874 75 8.3” 1.11 25'
7395-2500025 2-1/2” 3.012 75 8.7” 1.17 25'
7395-2750025 2-3/4” 3.307 75 9.8” 1.40 25'

7395-3000025 3” 3.543 75 10.6” 1.51 25' 1
7395-3125025 3-1/8” 3.701 75 11.8” 1.57 25'
7395-3375025 3-3/8” 3.937 75 12.9” 1.74 25'
7395-3500025 3-1/2” 4.094 75 13.6” 1.92 25'

7395-4000025 4” 4.567 75 15.7” 2.20 25'

7373T Blue Thunder Hose 

7219 E-Z Form 75 PSI

7234 WILDCATTER

7395 E-Z Form 75 PSI

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7234-2002 2” 2.593” 3000 12.5” 2.75 100’

7240-2006 2” 2.800” 5000 25.0” 5.03 100’



Norwesco Industries (1983) Ltd. Welding Hose

Norwesco Industries ( 1983 ) Ltd.

6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.

9510-39 Avenue Edmonton Alberta T6E-5T9

Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.

291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Twin-Line Welding Hose Type T 200 PSI
For portable or production line welding in factories, construction work, 

etc. This hose is used with oxygen and most fuel gases, including 

acetylene, hydrogen, propylene, propane, natural gas, and MAPP gas.

Meets or exceeds RMA/CGA IP-7-99 standards for grade T. Type VD

4:1 Design factor

Construction :
Tube : Black Neoprene

Reinforcement : Helix Wire

Cover: Green & Red Neoprene

Temperature : -40°F to 200°F (-40°C to 93°C)

Couplings : Crimp Brass B Series RH/LH

Twin-Line Welding Hose Type T Assemblies

Green = Oxygen = Right Hand Thread / Red = Fuel = Left Hand Thread

Twin-Line Welding Hose Type R 200 PSI
For portable or production line welding in factories, construction work, 

etc. This hose is used with Oxygen and Acetylene Fuel Only.

Meets or exceeds RMA/CGA IP-7-99 standards for grade R

4:1 Design factor

Construction :
Tube : Black EPDM

Reinforcement : Helix Wire

Cover: Green & Red EPDM

Temperature : -40°F to 200°F (-40°C to 93°C)

Couplings : Crimp Brass B Series RH/LH

Twin-Line Welding Hose Type R Assemblies

Green = Oxygen = Right Hand Thread / Red = Fuel = Left Hand Thread

Welding Hose Connections

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7109-191 3/16 0.438 200 2.0 0.16 800 

7109-251 1/4 0.531 200 2.5 0.21 800 

7109-311 5/16 0.594 200 3.0 0.28 750 

7109-381 3/8 0.656 200 4.0 0.32 700 

Part # I.D. O.D. PSIW Bend (lbs/ft) Length Stock

7126-191 3/16 0.438 200 2.0 0.16 800 

7126-251 1/4 0.531 200 2.5 0.21 800 

7126-311 5/16 0.594 200 3.0 0.28 750 

7126-381 3/8 0.656 200 4.0 0.32 700 

Part # I.D. Fittings Bend (lbs) Length Stock

7109KABC-150

3/16”

A & B
2.0 12-1/2

7109KABC-300 4.0 25

7109NLC-150

B & B

2.0 12-1/2

7109NLC-300 4.0 25

7109NLC-600 7.0 50

7109NLC-1200 14.0 100

7109NLF-150

1/4” B & B

3.0 12-1/2

7109NLF-300 6.0 25

7109NLF-600 11.0 50

7109NLF-900 16.0 75

7109NLF-1200 21.0 100

7109NLA-300

5/16” B & B

7.0 25

7109NLA-600 14.0 50

7109NLA-1200 29.0 100

7109NLM-300

3/8 B & B

8.0 25

7109NLM-600 16.0 50

7109NLM-1200 32.0 100

Part # I.D. Fittings Bend (lbs) Length Stock

7126KAAC-150

3/16”

A & A
2.0 12-1/2

7126KAAC-300 3.5 25

7126KABC-150 A & B 2.0 12-1/2

7126KABC-300 3.5 25

7126NLC-150

B & B

2.0 12-1/2

7126NLC-300 4.0 25

7126NLC-600 7.0 50

7126NLC-1200 14.0 100

7126NLF-150

1/4” B & B

2.0 12-1/2

7126NLF-300 6.0 25

7126NLF-600 11.0 50

7126NLF-1200 20.0 100

7126NLM-300

3/8” B & B

8.0 25

7126NLM-600 15.0 50

7126NLM-1200 28.0 100

7109 - Grade T

7109 - Grade T

7126 - Grade R

7126 - Grade R

Stem # Hose Nut Stem LH RH LH RH LH-NPT RH-NPT MPT

I.D. Size Length Nut # Union # # #

19 3/16" A 1.250" 10 9 131 130 133 132 1/8”

18 3/16" B 1.470"

8 7 31 30

135 134 1/4”

17-W* 1/4" B 1.470"

17 1/4" B 1.470" 137 136 1/8”

216 5/16" B 1.470" 33 32 1/4”

20 3/8" B 1.470" 143 143 3/8”

20A 3/8" B 1.750" 145 145 1/2”

RH Nut RH Union

LH UnionLH Nut

Stem



Neptune 3000 Blue Hose - Cleaning Equipment - High Pressure Goodyear Neptune 3000 hose is for use on pressure

washer machines with working pressures up to 3000 psi.

Construction : Tube : Black Nitrile

Reinforcement : Braided (1) steel wire

Cover: Blue oil-resistant, RMA Class B (medium oil resistance )

Temperature : -20 to 250 ° F (-28 to 121 ° C)

Branding : Neptune 3000 3/8" 3000 psi WP.

Couplings : Crimped SAE 100R1A Skive Style

Hose I.D. Part W.P. PSI Min. Bend Hose O.D. Lbs. Per Vacuum Package Price
Inches # GYH- Radius Inch. Inch C. Ft. Rating In/Hg Reel Ft. Per. Ft.

1/4 20023623 3000 0.53 0.16 500

3/8 20023638 3000 0.69 0.24 500

1/2" 20023670 3000 0.82 0.32 500

Neptune 3000 Black Hose - Cleaning Equipment - High Pressure Goodyear Neptune 3000 hose is for use on 

pressure washer machines with working pressures up to 3000 psi.

Construction : Tube : Black Nitrile

Reinforcement : Braided (1) steel wire

Cover: Black oil-resistant, RMA Class B (medium oil resistance)

Temperature : -20 to 250 ° F (-28 to 121 ° C)

Branding : Neptune 3000 3/8" 3000 psi WP.

Couplings : Crimped SAE 100R1A Skive Style

Hose I.D. Part W.P. PSI Min. Bend Hose O.D. Lbs. Per Vacuum Package Price
Inches # GYH- Radius Inch. Inch C. Ft. Rating In/Hg Reel Ft. Per. Ft.

1/4 20023623 3000 0.53 0.16 500

3/8 20023638 3000 0.69 0.24 500

1/2" 20023670 3000 0.82 0.32 500

Whitewater 3000 Black Hose - Cleaning Equipment - For use on either steam cleaner machines or combination 

steam cleaner/pressure washer machines.

Construction : Tube : Black Chlorobutyl

Reinforcement : Braided (1) steel wire

Cover: Black Hypalon RMA Class B (medium oil resistance)

Temperature : Handles steam at 325°F/163°C & 350 PSI

Hot water at 250°F/121°C & 3000 psi (2500 psi on 1/2")

Not recommended for cold water service

Branding : 3/8" Whitewater Pressure Washer 3000 psi/250°F Steam Cleaner 350 psi/325°F. 

Couplings : Crimped SAE 100R1A Skive Style

Hose I.D. Part W.P. PSI W.P. PSI Hose O.D. Lbs. Per Vacuum Package Price
Inches # GYH- Steam Hot Water Inch C. Ft. Rating In/Hg Reel Ft. Per. Ft.

3/8" 20023806 350 3000 0.69 0.23 500

1/2" 20023820 350 2500 0.82 0.32 500

Hose Bend Restrictor - 

Hose I.D. Part Length I.D. Hose O.D. Lbs. Per Vacuum Package Price
Size # GYH- Inch C. Ft. Rating In/Hg Reel Ft. Per. Ft.
1/4" 20024091 5.77” 0.560”

3/8" 20054087 5.77” 0.750”

1/2” 20024089

Norwesco Industries (1983) Ltd. Hose

Norwesco Industries ( 1983 ) Ltd.

6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.

9510-39 Avenue Edmonton Alberta T6E-5T9

Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.

291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Whitewater Crimp Ends Skive



Galvanator 3000 Yellow Hose - For pressure washer equipment. Its rust-resistant reinforcement and superior 

abrasion resistant cover provides maximum protection against adverse affects of water, oil and animal fats.

Construction : Tube : Nitrile
Reinforcement : Braided (2) steel wires
Cover: Synthetic rubber (High Oil Resistance)
Temperature : -20˚F to 250˚F (-29˚C to 121˚C)
Branding : Galvanator 3000 3/8” 3000 psi
Couplings : 

Hose I.D. Part W.P. PSI Min. Bend Hose O.D. Lbs. Per Vacuum Package Price
Inches # GYH- Radius Inch. Inch C. Ft. Rating In/Hg Reel Ft. Per. Ft.

1/4” 20050431 3000 - - - - - - - - - - - - - -
3/8" 20024095 3000 2.0 0.69 0.26 500
1/2" 20024100 3000 3.5 0.82 0.31 500

White Spectra Washdown Hose - Cleaning Equipment - cleanup service in food processing plants, dairies, 

packing houses, bottling plants, breweries, canneries, and creameries.

Construction : Tube : Black Nitrile, RMA Class A (high oil resistance), non-FDA
Reinforcement : Spiral synthetic yarn
Cover: White Nitrile / PVC Blend, RMA Class A (high oil resistance)
Temperature : -20°F to 200°F (-29°C to 93°C)
Branding : Spectra (19.1 mm) 300 psi WP. 

Hose I.D. Part W.P. PSI Min. Bend Hose O.D. Lbs. Per Vacuum Package Price
Inches # GYH- Radius Inch. Inch C. Ft. Rating In/Hg Reel Ft. Per. Ft.

1/2 20026069 300 - - - 0.91 0.27 - - - 500
3/4 20026071 300 - - - 1.18 0.40 - - - 500

1 20026078 300 - - - 1.50 0.60 - - - 450

Pathfinder Garden Hose - for in-Home, Lawn & Garden, Apartment, Plant, and Commercial Property Applications..

Construction : Tube : EPDM
Reinforcement : Spiral synthetic yarn
Cover: Green EPDM
Temperature : -40°F to 190°F (-40°C to 87°C)
Branding :  5/8" (15.9mm) Pathfinder 100 psi WP.

Hose I.D. Part W.P. PSI Min. Bend Hose O.D. Lbs. Per Vacuum Package Price
Inches # GYH- Radius Inch. Inch C. Ft. Rating In/Hg Ft. Per. Unit

1/2" 20026212 100 - - - - - - - - - - - - per ft.
1/2" 20091806 100 - - - - - - - - - - - - 25 ft.
1/2" 20091807 100 - - - - - - - - - - - - 50 ft.
1/2" 20091808 100 - - - - - - - - - - - - 75 ft.
1/2" 20091809 100 - - - - - - - - - - - - 100 ft.

Black Sureline Garden Hose - for Lawn & Garden, Apartment, Plant, and Commercial Property Applications..

Construction : Tube : Black Synthetic Rubber
Reinforcement : Spiral synthetic yarn
Cover: Black Synthetic Rubber
Temperature : -40°F to 190°F (-40°C to 87°C)

Hose I.D. Part W.P. PSI Min. Bend Hose O.D. Lbs. Per Vacuum Package Price
Inches # GYH- Radius Inch. Inch C. Ft. Rating In/Hg Ft. Per. Unit

1/2" 20026465 150 - - - 0.78 0.17 - - - 500

5/8" 20026474 150 - - - 0.93 0.26 - - - 500

3/4" 20026485 150 - - - 1.08 0.33 - - - 500

1" 20026501 150 - - - 1.39 0.52 - - - 450

Norwesco Industries (1983) Ltd. Washdown Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637



Green Hornet XF Hose - Medium-duty, light weight construction, retains flexibility in cold weather. Smooth bore tube 

minimizes material build up and resists a variety of chemicals found in agricultural and sanitary industries. Slightly corrugated
outer helix promotes abrasion resistance, low coefficient of friction and ease of coupling.

Construction : Tube : Black thermoplastic rubber, RMA Class B
Reinforcement : Rigid, lime green, polyethylene helix
Temperature : -40˚F to 180˚F (-40˚C to 82˚C)
Couplings: KC Nipples, Camlocks, Short Shanks.

Versiflo Water S&D Hose - General-purpose water suction and discharge for medium- to heavy-duty applications.

Can be used in Lasso® applications
Construction : Tube : Black EPDM

Cover : Black EPDM
Reinforcement : Synthetic fabric plies with internal wire helix
Temperature : -25˚F to 200˚F (-32˚C to 93˚C)
Couplings: Crimp On - KC Nipples, Camlocks, Short Shanks.

Norwesco Industries (1983) Ltd. Water Suction Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
C. Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

1-1/4
1-1/2

2
2-1/2

3
4
6

20450178
20450177
20450179
20450350

20450351
20450352
20450353

50
50
50
50

45
40
25

2.5
3
4
5

5
9
20

1.53
1.78
2.40
2.99

3.47
4.67
6.75

0.27
0.32
0.56
0.75

0.92
1.60
2.88

100
100
100
100

100
100
100

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
C. Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

1
1-1/4
1-1/2

2

2-1/2
3
4
6

20016819
20016820
20016822
20016828

20016831
20016834
20016838
20016843

150
150
150
150

150
150
150
150

2
4
4
7

10
14
18
24

1.37
1.63
1.87
2.39

2.89
3.42
4.45
6.60

0.41
0.53
0.65
0.87

1.08
1.44
2.00
4.56

29
29
29
29

29
29
29
29

100
100
100
100

100
100
100
100

VERSIFLO Water Suction



Plicord Water Discharge Hose - For use in heavy-duty service for a wide range of applications.

Construction : Tube : Black SBR
Cover : Black SBR
Reinforcement : Synthetic Fabric Plies
Temperature : -25˚F to 180˚F (-32˚C to 82˚C)
Couplings: Crimp On - KC Nipples, Camlocks, Short Shanks.

Red PVC Water Discharge Hose - For medium-duty discharge applications in mining, construction, industry, 

agriculture and marine service. Limited oil and chemical application.

Construction : Tube : Black PVC
Cover : Red PVC
Reinforcement : Spiral synthetic yarn, one layer longitudinal synthetic yarn
Temperature : -10˚F to 150˚F (-23˚C to 66˚C)
Couplings: KC Nipples, Camlocks, Short Shanks.

Norwesco Industries (1983) Ltd. Water Discharge Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
C. Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

3/4
1

1-1/4
1-1/2

2
2-1/2

3
4

6
8
10

20016664
20016665
20016666
20016629

20016636
20016676
20016649
20016655

20016662
20015566
20015569

150
150
150
150

150
150
150
150

150
100
100

- - -
- - -
- - -
- - -

- - -
- - -
- - -
- - -

- - -
- - -
- - -

1.04
1.29
1.60
1.84

2.38
2.87
3.47
4.50

6.49
8.45
10.63

0.23
0.30
0.43
0.50

0.71
0.87
1.37
1.80

2.53
3.81
5.67

100
100
100
100

100
100
100
100

100
100
100

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

1 1/2
2
3
4
6

20012500
20012501
20012503
20012504
20012505

150
150
125
100
100

- - -
- - -
- - -
- - -
- - -

1.71
2.24
3.29
4.32
6.40

0.23
0.36
0.46
0.73
1.18

- - -
- - -
- - -
- - -
- - -

300
300
300
300
300

PLICORD Water Discharge

PLICORD HD Water Discha

RED PVC Water Discharge



Gray PVC Water Discharge Hose - For light-duty water discharge service.

Construction : Tube : Black PVC
Cover : Gray PVC
Reinforcement : Spiral synthetic yarn, one layer longitudinal synthetic yarn
Temperature : -10˚F to 150˚F (-23˚C to 66˚C)
Couplings: KC Nipples, Camlocks, Short Shanks.

Green Washdown Water Discharge Hose - Heavy-duty water discharge hose for washdown service in pulp 

and papermills where kink resistance is of major importance.

Construction : Tube : Black EPDM
Cover : Green EPDM
Reinforcement : Spiral-plied synthetic fabric
Temperature : -25°F to 200°F (-32°C to 93°C)
Couplings: KC Nipples, Camlocks, Short Shanks.

Green Washdown Water Discharge Hose - Quality water discharge hose for the environments typically found

in paper mills and other industrial operations. Can be supplied with an integral rubber nozzle.

Construction : Tube : Black SBR
Cover : Green SBR
Reinforcement : Spiral-plied synthetic fabric
Temperature : -25°F to 200°F (-32°C to 93°C)
Couplings: KC Nipples, Camlocks, Short Shanks.

CB 250 Chlorobutyl Hose - For cleaning, heat control, pumping, thawing, steam pumps

It is used in refineries, chemical plants, steel mills, foundries and heavy industrial applications where high strength is
required and where severe environmental conditions are encountered

Construction : Tube : Black Chlorobuty
Cover : Red EPDM finish, pin-pricked
Reinforcement : Spiral-plied synthetic fabric
Temperature : -40˚F to 450˚F (-40˚C to 232˚C)
Couplings: Interlocking Steam Couplings

Norwesco Industries (1983) Ltd. Water Discharge & Steam Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

GRAY PVC Water Discharge

Green Washdown 300 PSI

Green Washdown 150 PSI

CB 250 Steam Hose 250 PSI

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

1 1/2
2
3
4
6

20012556
20012562
20012572
20012576
20012580

90
80
50
45
35

- - -
- - -
- - -
- - -
- - -

1.72
2.22
3.27
4.33
6.38

0.18
0.24
0.38
0.63
1.14

- - -
- - -
- - -
- - -
- - -

300
300
300
300
300

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

3/4
1

1-1/4

20143045
20016288
20016505

300
300
300

- - -
- - -
- - -

1.30
1.62
1.88

0.47
0.67
0.81

- - -
- - -
- - -

50 - 400
50 - 400

50

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

3/4
1

1-1/4
1-1/2

20016735
20016740
20016744
20139579

150
150
150
150

- - -
- - -
- - -
- - -

1.17
1.42
1.69
1.97

0.36
0.45
0.55
0.71

- - -
- - -
- - -
- - -

50 - 400
50 - 400
50 - 400

100

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

1/2
3/4
1

1-1/2
2

20050829
20024094
20045991
20046224
20046225

250
250
250
250
250

- - -
- - -
- - -
- - -

1.00
1.31
1.56
2.00
2.50

0.40
0.64
0.77
1.42
1.71

- - -
- - -
- - -
- - -
- - -

50
50
50
50
50



Plicord Blast Hose - for Heavy-duty hose for steel shot or sand blasting in cleaning or finishing metal, stone, 

glass, or other surfaces.
Construction : Tube : 5/16” Black Tufsyn ( Polybutadiene Blend )

Reinforcement : Spiral-plied synthetic fabric
Cover: Black SBR
Temperature : -25°F to 180°F (-32°C to 82°C)
Branding :  Plicord Blast 150 psi WP.
Couplings : 

Tan Flextra Hose - For tank truck and in-plant service. Used to convey nonoily abrasive materials such as sand, limestone, plastic

pellets, and dry abrasive food products. Do not use where static electricity is a problem.

Construction : Tube : gum rubber (FDA/USDA compliant)
Reinforcement : Spiral-plied synthetic fabric with wire helix
Cover: Tan Gum (corrugated) c/w yellow spiral stripe (wrapped finish)
Temperature : -40°F to 180°F (-40°C to 82°C)
Couplings : 

5” Hose Has a 1/2” Thick Tube

Blucor Abrasives Hose - Blucor™ material handling hose with 150 psi bolt-on split flange coupling is an easy and economical

choice. Blucor has the high strength needed to handle pressure or suction service in the transfer of dry bulk, slurry, salt, cement, fertilizers.

Construction : Tube : 3/8” in Black Natural, Polybutadiene Blend or Tan Pure Gum
Reinforcement : Spiral-plied synthetic fabric with wire helix
Cover: Black corrugated abrasion-resistant SBR (wrapped impression)
Temperature : -25°F to 180°F (-32°C to 82°C)
Couplings : Split Flange 150 LBS Bolt-on

Norwesco Industries (1983) Ltd. Material Handling Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Hose I.D.
Inches

1/2”
3/4”
1”

1-1/4”
1-1/2”

2"

Part
# GYH-

20018946
20018953
20018962

20018970
20018980

- - -

W.P. PSI

150
150
150

150
150
150

Min. Bend
Radius Inch.

- - -
- - -
- - -

- - -
- - -
- - -

Hose O.D.
Inch
1.13
1.48
1.88

2.16
2.38
2.86

Lbs. Per
C. Ft.
0.41
0.68
1.05

1.26
1.42
1.70

Vacuum
Rating In/Hg

- - -
- - -
- - -

- - -
- - -
- - -

Package
Ft.
50’
50’
50’

50’
50’
50’

Price
Per. Unit

Hose I.D.
Inches

3”
4”
5”
6"

Part
# GYH-

20019216
20019217
20015016
20019223

W.P. PSI

75
75
75
75

Min. Bend
Radius Inch.

6
9
- -
15

Hose O.D.
Inch
3.64
4.69
- -

6.78

Lbs. Per
C. Ft.
198.0
285.0

- -
505.0

Vacuum
Rating In/Hg

29.0
29.0
29.0
29.0

Package
Ft.

100’
100’
- -
50’

Price
Per. Unit

Hose I.D.
Inches

3 
4 
6 
8
10
12

Part
# GYH-

20016074
20016083
20016102
20016126
20016144

20032306

W.P. PSI

150 
150 
150 
150 
150 
100 

Min. Bend
Radius Inch.

16 
20 
36
48 
60 
72 

Hose O.D.
Inch
4.39 
5.25 
7.37 
9.44 
11.38
13.81

Lbs. Per
C. Ft.

463 
567 
948
1420
1663
2340

Vacuum
Rating In/Hg

29 
29 
29
29 
29 
29 

Package
Ft.
50
50
50
50
50
50

Price
Per. Unit

P.O.A.
P.O.A.
P.O.A.
P.O.A.
P.O.A.
P.O.A.



Black Softwall Hose - For the discharge of dry bulk cement from tank truck and in-plant service.

Construction : Tube : 1/8” Black SBR / Polybutadiene Blend synthetic
(static dissipating/static conductive) rubber. 
Available in 1/8”,3/16”, and 1/4” tube gauges
Reinforcement : Spiral-plied synthetic fabric
Cover: Black SBR synthetic rubber with white spiral stripe
Temperature : -25°F to 180°F (-32°C to 82°C)
Couplings: Crimp On, Camlocks, Short Shanks.

Reverse Circulation Hose - For use on reverse drilling rigs.

Construction : Tube : Black SBR / Polybutadiene Blend 1/4” Gauge–2”–4” I.D.
1/2” Gauge–6”; 3/8” Gauge–8”
(static dissipating/static conductive) rubber. 
Available in 1/8”,3/16”, and 1/4” tube gauges
Reinforcement : Spiral-plied synthetic fabric
Cover: Blue SBR synthetic rubber with Orange spiral stripe
Temperature : -20˚F to 180˚F (-29˚C to 82˚C)
Couplings: Mulcoram Crimp / Swage

Blue Flour Hose - Tank truck or in-plant service hose is for discharge transfer of abrasive materials and dry foods

such as flour, cake mixes, etc.

Construction : Tube : 3/16” gauge white Pure Gun tube (FDA compliant)
Reinforcement : Spiral-plied synthetic fabric with antistatic wires
Cover: Blue SBR synthetic rubber
Temperature : -40˚F to 180˚F (-40˚C to 82˚C)
Couplings: 

Torridair Hot Air Blower Hose - Designed to transfer hot, non-oily air (up to 400˚F) from manifold blowers or in-plant 

compressors to holding tanks used in the transfer of dry bulk materials.

Construction : Tube : Black, STF EPDM synthetic rubber
Reinforcement : Spiral-plied synthetic fabric with double wire helix
Cover: STF EPDM synthetic rubber
Temperature : -40˚F to 400˚F (-40˚C to 204˚C)
Couplings: 

Norwesco Industries (1983) Ltd. Material Handling Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

4
5
6

20019309
20019315
20019319

50
50
50

- - -
- - -
- - -

4.42
5.44
6.45

1.38
1.82
2.25

- - -
- - -
- - -

100
100
100

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

2
3
4
6

- - -
20019565

- - -
- - -

600
600
600
600

- - -
- - -
- - -
- - -

3.11
4.17
5.39
7.91

2.37
3.39
5.15
10.66

- - -
- - -
- - -
- - -

100
100
100
100

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

2
3
4
5

20019792
20019794
20019795
20019796

150
150
150
150

- - -
- - -
- - -
- - -

2.68
3.69
4.71
5.72

1.39
2.02
2.63
3.27

- - -
- - -
- - -
- - -

100
100
100
100

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

1½
2
3
4

- - -
20020255
20020260
20020261

100
100
100
100

4
5
7
16

1.97
2.51
3.53
4.60

0.79
1.06
1.84
2.47

29
29
29
29

100
100
100
100



Pyroflex Hot Air Blower Hose - For conveying hot air from compressors to tanks on bulk dry material carriers.

Construction : Tube : Black, EPDM synthetic rubber
Reinforcement : Spiral-plied synthetic fabric with double wire helix
Cover: EPDM synthetic rubber with orange spiral stripe
Temperature : -20˚F to 325˚F (-29˚C to 163˚C)
Couplings: 

Blue Nitrogen Hose - For purging lines in Refineries, Petrochemical

Construction : Tube : Black, Synthetic rubber
Reinforcement : Spiral-plied synthetic fabric
Cover: Blue synthetic rubber
Temperature : -20˚F to 180˚F (-29˚C to 82˚C)
Couplings: 

Hot Tar Wand Hose - A high quality wand hose used in asphalt crack filling applicator and dispensing service.

Construction : Tube : Black Nitrile (special heat resistance)
Reinforcement : Spiral-plied (2) steel wire
Cover: Black Neoprene (wrapped finish) flame-retardant
Temperature : -25˚F to 350˚F (-32˚C to 177˚C)
Couplings: 

Pyroflex Hot Tar Hose - For the transfer of high temperature petroleum-based materials such as tar, asphalt and hot oils.

It is suitable for suction and discharge service on tank trucks, tank cars or at bulk stations. (Hot oils only rated to 200˚F)

Construction : Tube : Black Nitrile (special heat resistance)
Reinforcement : Spiral-plied Fabric with wire helix
Cover: Black Neoprene (wrapped finish) flame-retardant
Temperature : -25˚F to 350˚F (-32˚C to 177˚C)
Couplings: 

Norwesco Industries (1983) Ltd. Material Handling Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

3/4 20019932 300

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

2
3
4

20019669
20019671
20019674

50
50
50

5
7
10

2.55
3.55
4.61

1.22
1.93
2.65

29
29
29

100
100
100

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

3/4
1

1-1/2

20017982
20017987
20156594

300
300
300

1.33
1.61
2.11

0.64
0.84
1.15

100
100
100

Hot Tar Wand 300 PSI

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

3/4
1

1 1/2
2

2 1/2
3
4

20017569
20017572
20017573
20017574

20046059
20017578
20017580

150
150
150
150

150
150
150

- - -
- - -
4
5

6
7
10

- - -
- - -
2.08
2.60

3.09
3.65
4.68

- - -
- - -
1.04
1.33

1.67
2.23
2.91

- - -
- - -
29
29

29
29
29

100
100
100
100

100
100
100

Hot Tar Hose 150 PSI

Blue Nitrogen 300 PSI



Flexwing Petroleum Hose - For use in tank truck and in-plant operations to transfer gasoline, oil, ethanol blends and other
petroleum base products up to 50% aromatic content. It is designed for pressure, gravity flow, or full-suction service.

Construction : Tube : Black, Nitrile
Reinforcement : Spiral-plied synthetic fabric with double wire helix
Cover: Black (red spiral stripe) synthetic Rubber
Temperature : -35˚F to 200˚F (-37˚C to 93˚C)
Couplings: Crimp On, Male Pipe, Camlocks.

Arctic Flexwing Petroleum Hose - for transferring gasoline, oil & other petroleum products.

Construction : Tube : Low Temperature oil resistant synthetic rubber
Reinforcement : Spiral-plied synthetic fabric with wire helix
Cover: Blue Low temperature synthetic rubber with red spiral stripe
Temperature : -65˚F to 180˚F (-54˚C to 82˚C)
Couplings: Crimp On, Male Pipe, Camlocks.

Flexwing Petroleum Hose - for use in low-temperature operations for transferring gasoline, oil and other petroleum products.

Construction : Tube : Low Temperature oil resistant synthetic rubber
Reinforcement : Spiral-plied synthetic fabric with wire helix
Cover: Blue Low temperature synthetic rubber with red spiral stripe
Temperature : -65˚F to 180˚F (-54˚C to 82˚C)
Couplings: Crimp On, Male Pipe, Camlocks.

Arctic Softwall UL / ULC Hose - A premium gas pump hose for use in extremely cold environments.

Construction : Tube : Black, low-temp synthetic rubber
Reinforcement : Braided synthetic yarn with antistatic wire
Cover: Black, low-temp synthetic rubber (wrapped finish)
Temperature : -65˚F to 180˚F (-54˚C to 82˚C)
Couplings: 

Norwesco Industries (1983) Ltd. Gas & Oil Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

3/4
1

1-1⁄4
1-1⁄2

2
2-1⁄2

3
4

6

20050548
20017481
20017482
20017488

20017496
20017502
20017508
20017516

20017526

150
150
150
150

150
150
150
150

150

2
2
3
4

5
6
7
10

30

1.22
1.50
1.76
2.03

2.55
3.07
3.57
4.60

6.78

0.47
0.63
0.79
0.99

1.30
1.66
2.03
2.68

5.61

29
29
29
29

29
29
29
29

29

100
100
100
100

100
100
100
100

100

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

1
1-1⁄4
1-1⁄2

2

2-1⁄2
3
4

20017995
20017996
20017997
20018001

20018002
20018004
20018005

150
150
150
150

150
150
150

- - -
3
4
5

6
7
10

- - -
1.73
1.98
2.50

3.09
3.58
4.70

- - -
0.66
0.82
1.07

1.64
1.92
2.88

29
29
29
29

29
29
29

100
100
100
100

100
100
100

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

2
2-1⁄2

3
4

20017813
20117198
20017814
20017815

150
150
150
150

4
5
6
9

2.53
3.02
3.55
4.61

1.11
1.42
1.83
2.62

29
29
29
29

100
100
100
100

Hose I.D.
Inches

Part #
GYH-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

3/4
1

20195843
20195844

- - -
- - -

1.13
1.50

0.32
0.57

- - -
- - -

500
500

LW ARCTIC Flexwing Petroleum 150 PSI

Arctic Softwall UL/ULC



180 AR Abrasion Resistant Suction & Discharge - For Vacuum trucks or handling abrasives such as crushed 

rock, sand, pea gravel, cement powder, dry fertilizer, iron ore and grains.
Construction : Tube : SBR rubber blended with static carbon black
Reinforcement : PVC helix,
Cover: SBR rubber blended Corrugated
Temperature : -40°F to 140°F
Couplings : 

Edible Liquid Suction - For handling most liquid food products including fats and oils without imparting taste, odour, or smell. 

Suitable for full vacuum service.
Construction : Tube : White nitrile, non-toxic, FDA approved
Reinforcement : Steel helix embedded between layers of synthetic cords
Cover: Grey nitrile
Temperature : -31°F to +200°F (-35°C to +93°C)
Couplings : 

Fuel Fill Hard Wall - Extremely flexible, will not kink when used on short bend radius. Made to USCG specifications & branded 

accordingly. Approved by B.I.A. Type A meets S.A.E. J1527 and U.L. Spec 1114 sect. 16.

Construction : Tube : Black nitrile
Reinforcement : Steel helix & Synthetic Cords
Cover: Black Weather resistant synthetic rubber
Temperature : -25°F to +180°F (-32°C to + 82°C)
Couplings : 

Norwesco Industries (1983) Ltd. Material Handling Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Hose I.D.
Inches

Part #
ASS-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

1-1/4
1-1/2

2
2-1/2

3
3-1/2

4
5

6
7
8
10

12

180AR-0125
180AR-0150
180AR-0200
180AR-0250

180AR-0300
180AR-0350
180AR-0400
180AR-0500

180AR-0600
180AR-0700
180AR-0800
180AR-1000

180AR-1200

45
45
40
35

35
30
30
30

30
30
30
28

25

2.0
2.0
2.5
2.5

3.0
4.0
4.5
5.0

9.2
14.0
15.0
30.0

40.0

1.57
1.82
2.35
2.95

3.50
4.11
4.63
5.76

6.73
7.83
9.04
11.18

13.31

.31

.37

.50

.88

1.10
1.35
1.77
2.47

3.08
4.10
5.65
8.88

10.43

29.8
29.8
29.8
29.8

29.8
29.8
29.8
28.0

28.0
27.0
27.0
25.0

25.0

100
100
100
100

100
100
100
100

100
50
50
20

20

Hose I.D.
Inches

Part #
ASS-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

1-1/2
2

2-1/2
3
4

WF-0150
WF-0200
WF-0250
WF-0300
WF-0400

250
250
250
250
250

12
16
20
24
32

2.00
2.60
3.10
3.60
4.70

1.250
1.860
2.410
2.830
4.100

29
29
29
29
29

100
100
100
100
100

Hose I.D.
Inches

Part #
ASS-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

1-1/2
1-5/8
1-3/4
1-7/8

2
2-1/8
2-1/4
2-3/8

2-3/4
2-7/8

MFF-1500
MFF-1625
MFF-1750
MFF-1875

MFF-2000
MFF-2125
MFF-2250
MFF-2375

MFF-2750
MFF-2875

150
150
150
150

150
150
150
150

150
150

- - -
- - -
- - -
- - -

- - -
- - -
- - -
- - -

- - -
- - -

1.91
2.04
2.17
2.29

2.42
2.55
2.67
2.79

3.16
3.28

0.75
0.80
0.89
0.95

1.01
1.06
1.12
1.17

1.38
1.44

- - -
- - -
- - -
- - -

- - -
- - -
- - -
- - -

- - -
- - -

- - -
- - -
- - -
- - -

- - -
- - -
- - -
- - -

- - -
- - -

WF-0300 - 250 PSIW

Fuel Fill 150 PSI Working



Fuel Line & Vapour Emission - For conveying fuel in automobiles, trucks, buses, SAE 30R7 type B USCG approved fuel 

line hose. Not designed for use with alcohol blended fuels.

Construction : Tube : Black nitrile
Reinforcement : Synthetic Cords
Cover: Black synthetic, Nitrile / PVC blend
Temperature : -29°F to +257°F (-34°C to +125°C)
Couplings : 

LP Gas Hose UL21, CGA Type I - For Lightweight Liquefied Petroleum Gas (LPG) Propane Delivery transfer hose.
Hose meets all Underwriters Laboratories (UL21) and Canadian Gas Association (CGA Type I) requirements

Construction : Tube : Black nitrile
Reinforcement : Synthetic Cords
Cover: Black Chloroprene; perforated smooth finish
Temperature : -40°F to +180°F (-40°C to +82°C)
Couplings : Factory Crimp Only / 1 - 3 Days Standard Delivery

LPG Composite Hose - Cryogenic hose is specially designed for the safe transfer of ambient liquefied petroleum gasses 
and related conveyants. Typical applications: Liquefied petroleum gasses and related conveyants to –20°F(–30°C).
Certification: CSA 8.1-M86-CAN/C9A(R2005) Type 1 certification issued with Canadian Registeration Number on factory
built assemblies. Complete with standard hydrostatic testing and issued with a factory test certificate.
Conveyants handled: Butane, Butane/Propane mixtures, Propane, Refrigerant Gasses.

Features:
• Maximum compatibility – handles a wide range of temperatures and cryogenic conveyants
• Outer cover provides protection from abrasion
• Reliability – tested to industry standard 1 1/2 times rated working pressures
• Double end-to-end electrical continuity – prevents static electricity build-up and internal arcing

Construction :
Inner Wire : High tensile strength Galvanized Steel
Outer Wire : High tensile strength Galvanized Steel
Carcass : Multiple layers of Polyamide fabrics and films
Cover : Nylon cover. Rope lagging for extra protection White with yellow stripe
Temperature : –20°F(–30°C) to +275°F(+135°C)
Couplings : Specifically engineered, factory fitted end connections threaded males

Norwesco Industries (1983) Ltd. Gas & CGA Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Hose I.D.
Inches

Part #
ASS-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

3/16
1/4
5/16
3/8
5/8

FLVE-0188
FLVE-0025
FLVE-0313
FLVE-0375
FLVE-0625

50
50
50
50
50

- - -
- - -
- - -
- - -
- - -

0.41
0.50
0.56
0.63
0.88

0.065
0.100
0.110
0.220
0.300

- - -
- - -
- - -
- - -
- - -

- - -
- - -
- - -
- - -
- - -

Hose I.D.
Inches

Part # W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

3/16
1/4
3/8
1/2
3/4
1

7132-19352
7132-25354
7132-38354
7132-50354
7132-75354
7132-100354

350
350
350
350
350
350

2.0
2.5
3.5
4.5
6.5
7.5

0.510
0.610
0.760
0.937
1.250
1.500

0.11
0.15
0.22
0.32
0.50
0.63

- - -
- - -
- - -
- - -
- - -
- - -

Custom
Length

to
Suit

Hose I.D.
Inches

Part #
UIS-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

2
2
2
2

1
1-1/2

2
3

C0974-2-10
C0974-2-15
C0974-2-20
C0974-2-25

C0974-1-_ _
C0974-15-_ _
C0974-2-_ _
C0974-3-_ _

350
5:1 Safety

5.50”
5.50”
5.50”
5.50”

3.00”
4.00”
5.50”
8.00”

- - -
- - -
- - -
- - -

- - -
- - -
- - -
- - -

1.30

0.30
0.80
1.30
2.00

- - -
- - -
- - -
- - -

- - -
- - -
- - -
- - -

10’
15’
20’
25’

Custom
Length

to
Suit

Fuel Line 50 PSI Working

CGA Type I - 350 PSI Working

LPG COMPOSITE CGA Type I - 350 PSI 



RFH General Purpose Duct - versatile general purpose hose, Superior chemical resistance, Good abrasion resistance
RFH-FR (flame retardant) version available

Construction : Black Thermoplastic Rubber
Reinforcement : Helix Wire
Cover: Black Chloroprene; perforated smooth finish
Temperature : -60ºF to 275ºF (intermittent to 300ºF)

Flexadux PU Flx-Thane® MD Duct - Good compressibility, Great abrasion resistance & high tear strength
Superior chemical resistance, Excellent flexibility Designed for applications with wide temperature ranges Very good low temperature 
flexibility Clear is manufactured with FDA acceptable materials

Construction : Clear Medium weight polyurethane
Reinforcement : Helix Wire
Cover: Clear Medium weight polyurethane
Temperature : -65°F to 225°F

Norwesco Industries (1983) Ltd. Air Duct Hose

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4

Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H- 4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Hose I.D.
Inches

Part #
HTD-

W.P.
PSI

Min. Bend
Radius In.

Hose O.D.
In.

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

1.25
1.50
1.75
2.00

2.50
3.00
3.50
4.00

5.00
6.00
7.00
8.00

10.00
12.00
14.00
16.00

18.00
20.00
24.00

RFH0125
RFH0150
RFH0175
RFH0200

RFH0250
RFH0300
RFH0350
RFH0400

RFH0500
RFH0600
RFH0700
RFH0800

RFH1000
RFH1200
RFH1400
RFH1600

RFH1800
RFH2000
RFH2400

28
24
22
17

13
10
10
10

9
8
7
6

4
4
2
2

2
1
1

1.50
1.75
2.00
3.50

4.00
4.25
5.25
6.50

8.00
8.75
10.50
12.00

12.50
13.75
18.00
21.00

21.50
25.50
36.00

1.49
1.75
2.00
2.27

2.77
3.27
3.77
4.29

5.29
6.29
7.35
8.35

10.38
12.38
14.48
16.48

18.48
20.50
24.50

0.11
0.22
0.23
0.24

0.29
0.32
0.41
0.50

0.63
0.85
0.95
1.20

1.63
1.90
1.87
3.19

3.36
3.63
3.81

>29
>29
>29
>29

28
28
20
25

15
11.5
10
5.5

5
4
2
2

2
2
1

25
25
25
25

25
25
25
25

25 
25
25
25

25
25
25
25

25
25
25

Hose I.D.
Inches

Part #
FLX-FLX-

W.P.
PSI

Min. Bend
Radius In.

Wall
Thickness

Lbs. Per
Ft.

Vacuum
Rating In/Hg

Package
Reel Ft.

Price
Per. Ft.

2
2.5
3

3.5

4
5
6
7

8
9
10
12

14
16
18
20

22
24

THANE-0200
THANE-0250
THANE-0300
THANE-0350

THANE-0400
THANE-0500
THANE-0600
THANE-0700

THANE-0800
THANE-0900
THANE-1000
THANE-1200

THANE-1400
THANE-1600
THANE-1800
THANE-2000

THANE-2200
THANE-2400

30
30
29
28

25
22
19
16

14
12
11
10

8
7
6

5.5

5
4

2.00
2.50
3.00
3.50

4.00
5.00
6.00
7.00

8.00
9.00
8.00
10.00

12.00
14.00
16.00
18.00

20.00
22.00

.030

.030

.030

.030

.030

.030

.030

.030

.030

.030

.030

.030

.030

.030

.030

.030

.030

.030

.25

.32

.40

.52

.70

.90
1.0
1.2

1.5
1.6
1.6
2.0

2.5
3.0
3.3
3.7

4.1
4.5

29
29
29
22

29
17
15
12

9.0
5.0
4.0
2.2

3.3
2.2
1.4
1.0

0.9
0.75

25
25
25
25

25
25
25
25

25 
25
25
25

25
25
25
25

25
25

Rbose
Typewritten Text

Rbose
Typewritten Text



Flexaust Flex-Lok 1200 High Temperature Hose which is designed 
to withstand temperatures up to 648.9˚ C ( 1,200˚ F )

Diesel/Engine Exhaust, Dynamometer Testing, Fume Exhaust, Glass Drying, High 
Temperature, Paper Mills, Tractor Pull Exhaust, Vehicle Exhaust Systems

• A flexible high temperature two-ply clip hose designed to handle extreme heat.

• Provides good flexibility and flow characteristics

• Suitable for reel and drop systems

• Features coated two-ply wire inserted fiberglass fabric which is mechanically crimped in
a mechanical process and formed into a clip and acts as an external wear-strip

• For use at extreme temperatures up to 648.9˚C ( 1,200° F )

• Flame resistant

• Available in sizes from 4 in. to 18 in. in diameter and standard 25 ft. lengths

• Makes an effective replacement for metal pipe

Technical data based on 2 ft. straight lengths of hose @ 72°
Construction : Double-ply wire inserted fiberglass fabric hose mechanically crimped in a continuous process
Temperature Range : -40°F to 1200°F
Standard Color : Red
Standard Lengths : 25 Feet

Flexaust 

Flex-Lok 1200
Norwesco Industries (1983) Ltd.

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4
Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9510-39 Avenue Edmonton Alberta T6E-5T9

Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.
291B MacAlpine Cres Ft. Mcmurray Ab. T9H-4Y4

Phone : 780-743-4446 / Fax : 780-791-5637

Part
Number

Inside
Diameter

Inch

Approximate
Weight
(Lbs/Ft)

Wall
Thickness

Inch

CL
Bend Radius

Inch

Compression
Ratio

Negative
Pressure
(In/HG)

Working
Pressure

(PSI)
FL1200-64
FL1200-80
FL1200-96

4
5
6

1.1
1.3
1.6

N/A
N/A
N/A

4
5
6

3:1
4:1
4:1

9
8
7

16
13.5
12

FL1200-128
FL1200-160
FL1200-192

8
10
12

2.2
2.5
2.8

N/A
N/A
N/A

8
10
12

4:1
4:1
4:1

4
3.5
3

10
9.5
8

Bridge Clamps : 2” to 12”

Connectors : 1.5” to 24”

J-Locks : 4” to 20”

Latch-Locks : 4” to 24”

Pin-Locks : 8” to 12”

Reducers :

Steel Flanges :

Transitions :

Tee’s :

Y’s :

Branches :



Norwesco Industries ( 1983 ) Ltd.

Assembly Information :
1 Measure & mark the required length.

2 Cut the hose.

3 Cut the helix wire flush with end of the hose.

4 Fit the Flange Halves on the hose so the end
of the hose extends 3/16" to 1/4" from the face
of the flange. Secure C-clamps. Insert & tighten
bolts.

5 Trim the projecting hose to 1/8" beyond the
flange face.

SK5000 Slurry King Material Handling Hose
Applications

• Can be used to handle abrasive slurries, dry materials
and fly ash in cement plants, power plants, 

• Construction sites, coal mines & many other industries.

Specifications :
Tube : 5/16" tan insulation Natural Rubber (NR)
Reinforcement : Multiple Wrapped Textile cord with wire helix
Cover : Black Corrugated SBR
Fittings : Split flanges - Aluminum
Gaskets : 150 LBS Flange Gaskets
Temperature : -40'F to 158'F ( -40°C to 
Standard Length : 2 " to 4 " - 100’; 1 1/2” to 6" 60’, 8” to 16” 40’
Vacuum in Hg : 28 Inch Hg

Part #

SK5000-200
SK5000-250
SK5000-300
SK5000-400

SK5000-450
SK5000-500
SK5000-600
SK5000-800

SK5000-1000
SK5000-1200
SK5000-1400
SK5000-1600

Size I.D. In.

2”
2 1/2”

3”
4”

4 1/2”
5”
6”
8”

10”
12”
14”
16”

Size O.D. In.

3.00
2.50
4.50
5.25

6.45
6.45
7.50
9.50

11.50
13.75
16.00
18.00

W.PSI

150
150
150
150

150
150
150
150

150
150
150
150

Min. Bend

12
12
14
20

26
26
30
69

79
99
119
138

LBS Per Ft.

2.00
2.70
4.00
5.40

9.40
8.00
9.40
12.10

14.80
18.80
26.00
31.60

Advantages
• This line of corrugated hose is easier to  replace because

of the Coupling System
• Hose & fittings are held together by a set of corrugations 

that fit securely & insure full, unrestricted flow, eliminating
the wear problems common to hoses with interior metal 
fittings

• Fittings can be reused, Cost saving reductions in hose
inventory are possible, no time is wasted waiting for a 
special hose to arrive.

Slurry King

Norwesco Industries ( 1983 ) Ltd.
6908L-6 Street Calgary Alberta T2H-2K4
Phone : 403-258-3883 / Fax : 403-259-5823

Norwesco Industries ( 1983 ) Ltd.
9535-39 Avenue Edmonton Alberta T6E-5T9 
Phone : 780-437-5440 / Fax : 780-436-0203

Norwesco Industries ( 1983 ) Ltd.291B
MacAlpine Cres Ft. Mcmurray Ab. T 9 H - 4 Y 4
Phone : 780-743-4446 / Fax : 780-791-5637 

Assembly Tools Required :

SK5000 SLURRY KING
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